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Sample Engineering Specification


Tracker Fully Electronic Above Ground Truck Scales


1. PART 1 - GENERAL
1.1. Scope.  This section sets forth the requirements for one full electronic above ground truck scale. The scale shall be furnished and installed complete as specified in the following paragraphs, including weighbridge, foundation, platform reinforcing, pit coping, load cells, indicators, surge voltage protection system, and the services of the manufacturer’s service representative. 
1.1.1. Acceptable Manufacturer.  The truck scales furnished under this section shall be manufactured by Fairbanks Scales or equal.

1.2. General.  Equipment furnished and installed under this section shall be assembled, erected, and placed in proper operating condition in full conformity with drawings, specifications, engineering data, instructions, and recommendations of the equipment manufacturer unless exceptions are noted by the Engineer.

1.2.1. General Equipment Stipulations.  The General Equipment Stipulations shall apply to all equipment furnished under this section.

1.2.2. Governing Standards.  The scale systems shall have been issued a Certificate of Conformance by the National Type Evaluation Program, (N.T.E.P.) and shall conform to the following federal, state, local, and industrial standards.

· National Institute of Standards and Technology (NIST), Handbook 44, "Specifications, Tolerances, and Technical Requirements for Weighing and Measuring Devices".

· Applicable state regulations for commercial weighing devices.

· American Welding Society AWS D1.1, latest edition.

· Weighbridge structural steel and structural steel embedments shall conform to ASTM A36.  
· Reinforcing steel shall conform to ASTM A615, Grade 40 or Grade 60.

1.2.3. Anchor Bolts.  All anchor bolts, nuts, and washers shall be made of carbon steel or comparable, and may be plated.
1.2.4. Edge Grinding.  Sharp projections of cut or sheared edges of ferrous metals, which are not to be welded, shall be ground as required to ensure paint adherence.

1.2.5. Surface Preparation.  All ferrous metal surfaces, except stainless steel or plated steel, shall be blast cleaned in the shop in accordance with the paint manufacturer’s recommendations.  All mill scale, rust, and contaminants shall be completely removed before shop primer is applied. The components of each module shall be cleaned to an SSPC-SP6 finish prior to painting.
1.2.6. Shop Painting.  All steel surfaces, except stainless steel or plated steel, shall be primed with a Sherwin Williams KEM-FLASH Ultra-Bond Primer, and a top coat of KEM Fast Dry High Solids Enamel.  The primer will be applied per the manufacturer’s recommendations.  See attached data sheet.
Additional field painting other than touchup painting of damaged surfaces will not be required.  

1.2.7. Power Supply.  Unless otherwise specified, the power supply to the equipment will be a dedicated 120 volt, single phase, 60 Hz connection.  Where control voltages lower than the power supply voltage is required, suitable control power transformers shall be furnished.

1.2.8. Surge Voltage Protection.  The scale system shall be surge and lightning protected.  This protection shall include a surge protection device which plugs into a standard 115 vac outlet. The load cells shall be optically isolated, and surge protected. The scale shall have a dual point ground rod system for the grounding of the weighbridge, power supply, and the sectional controllers. Electrical diagrams of the scale grounding and surge protection shall be supplied with submittals.  The surge voltage package shall be provided as a unit and be tested and approved by the scale manufacturer.
Surge protection devices or components not designed or tested by the scale manufacturer as a unit are unacceptable.

1.3. Submittals.  Complete foundation and installation drawings, together with detailed specifications and data covering materials, parts, devices, and accessories forming a part of the equipment furnished, shall be submitted in accordance with the submittals section.  Drawings shall cover all scale components, foundation details, and pier loading information necessary for the design of the scale foundation or installation.
2. PART 2 – PRODUCTS

2.1. Scale Design
2.1.1. General Description. The scale shall be a Fairbanks model Tracker Series or equal. Equipment is to consist of parts designed to act as a unit by a manufacturer experienced in design, construction, manufacture of electronic components, and operation of equipment for the purpose required.
2.1.2. Scale CLC. The N.T.E.P. approved scale shall have a minimum concentrated load capacity (CLC) of _______________ lbs.

2.1.3. Scale Capacity. Scale shall have a gross weighing capacity of ___________ lbs.
2.1.4. Scale Accuracy. Scale shall be NTEP approved to weigh in 10 lbs increments.

2.1.5. Weighbridge Design. The platform shall be _______ feet long and _______feet wide and be comprised of 8” thick concrete deck poured on-site using 4000 psi compressive strength concrete. The deck is to be lined along the bottom with corrugated steel, a reinforcing mat shall be set into place the length and width of the scale deck and the deck form shall be constructed of wide flange beams that are to have studs welded to the steel to form a composite structure when the concrete is added.
2.1.6. Weighbridge Type. The scale shall be designed to operate as a single weighing platform and the main girders shall also act as side rails.

2.1.7. Clearance. The scale and foundation shall be constructed to have a minimum of 9” of clearance between the top of the concrete and bottom of bridge structure.
2.1.8. Checking. The scale shall utilize longitudinal and lateral bumper checking. The scale shall be completely self-checking. No check rods or flexure checking plates are to  be used. Checking shall be mechanically isolated from the load cell, or load cell stands/base plates.

2.1.9. Load Cell Assemblies. All parts in the load cell assembly shall be either stainless steel, or plated for corrosion protection.

2.1.10. Load Cell and Controller/Junction Box Specifications. The scale shall have a rocker column load cells.  Each rocker column load cell shall have a minimum gross rated capacity of 100,000 lbs each.  The load cells shall be constructed of stainless steel and shall be completely hermetically sealed to prevent moisture from entering the cell. Load cells shall be nitrogen filled to retard internal corrosion. Load cells shall meet the following specifications:

Minimum capacity:
100,000 lbs

Design
Rocker column


Rated Output (mV/V): 
2 ± 0.1%

NTEP Accuracy Class: 
IIIL, 10,000 divisions

Combined error (%RO): 
≤ ± 0.0200%

Temperature effect on sensitivity (%/10°C): 
≤ ± 0.0100%

Excitation voltage: 
5 to 15 Volts

Zero balance (%RO): 
≤ ± 5.0%

Insulation resistance (megohms): 
≥5000

Compensated temperature range (°C):  
–10o to +40o

Operating temperature range (°C): 
–40o to +80o

Safe load limit (% of Capacity): 
200%

Ultimate load (% of Capacity): 
300%

Load cell material: 
Stainless steel 

Sealing: 
Hermetically sealed; cable entry sealed by glass to metal header

Protection: 
NEMA IP 68
The load cell shall be provided with a shielded, 4 conductor cable with a polyurethane jacket. Load cell cabling shall be protected by a stainless steel armor to protect against abrasion or rodent damage.  Load cell cables must be hard wired to the load cell.  “Quick disconnect” load cell cable connectors on cells or on junction boxes are not acceptable.
Load cell output shall be a DC analog signal. Load cells with digital output shall not be acceptable. Each load cell shall be optically isolated via a smart sectional controller. PC boards shall be encapsulated in epoxy or similar material. A board that is not protected in this fashion is unacceptable. Furthermore, each encapsulated board shall be housed in a type 304 Stainless steel enclosure rated NEMA 4X. Access to the encapsulated board within the smart sectional controller enclosure shall be achieved without the use of tools.  Bolts, screws or other hardware shall not be used to seal the smart sectional controller enclosure.

The scale shall have self diagnostic capabilities able to identify load cell problems, failure, and predict failure before it occurs to prevent downtime. The diagnostics are to measure load cell counts (not weight) and will be used to determine reliability. Should a load cell fail, the instrumentation shall identify the specific load cell that has failed. All trouble shooting shall be done from within the scale house.
2.2. Platform and Foundation Requirements. The weighbridge and load cell assemblies shall be supported by a reinforced concrete pier type or full slab foundation as indicated on the drawings. The dimensions for the scale foundation and platform shall be as recommended by the equipment manufacturer and accepted by the Engineer.  Reinforcing steel placement and structural steel embedment placement shall be performed as shown on the manufacturer's foundation drawings.

The scale manufacturer shall furnish the following items for construction of the scale platforms and pits:

· Weighbridge modules 

· Longitudinal and lateral bumper checking devices

· Load cells and load cell assemblies.

· Anchor bolts.

· Platform and end wall embedment’s.

3. PART 3 – EXECUTION

3.1. Installation.  The scale shall be manufactured, provided, and installed by a scale company that has a minimum of five years of experience installing similar truck scale systems.

The installer shall configure the scale system as indicated on the certified drawings.  All concrete work shall be as specified in the cast-in-place concrete section.  Anchor bolts shall be set as required by the scale manufac​turer’s drawings.

3.2. Manufacturer’s Field Services.  Where scheduled in the equipment schedule section, an experienced, competent, and authorized representative of the manufacturer shall provide field services for equipment furnished under this section.  Field services shall meet the requirements of Manufacturer's Field Services in the quality control section.

3.3. Field Testing and Acceptance.  An authorized manufacturer’s representative shall provide the required scale certification for capacity and accuracy to the Engineer as required by the applicable state department of weights and measures and any other applicable state or county agency.

3.4. Personnel Training.  An experienced, competent, and authorized representative of the manufacturer shall train the Owner's personnel in operating, maintaining, and repairing the equipment specified in this section.  The training provided shall meet the requirements of Personnel Training Services in the quality control section.  The number of training sessions and duration of each session shall be as scheduled in the equipment schedule section.

End of Section

[image: image6.png]



[image: image2.emf]
[image: image3.png]SHERWIN-WILLIAMS.

’ Chemical Coatings
KEM® Fast Dry High Solids Enamel
Kankote ™ Waste Equipment Colors
CartinerGreen Fesoo ke FELCT2  Cortaariie e
Foret Green FESGCTOS  acker Bown FeecTo i Green FasceT
Gontanecirown RNCT  Contaner Gy Foehcro  Mengancreen Fasacros
Farvankerea FRROM  Contane o Fatcoro  PacerBee FastcTo0
Faderaveon (v Fatew | ThamenCrnge FeserT00
DESCRIPTION CHARACTERISTICS SPECIFICATIONS
KEM® Fast Dry High Solids Enamel- | Gloss Ful 85+ urts) @ | General: Substrste should be fras of
Kankoe Waste Equipment solors are 25 mis OFT grease. i, dir, ngerprins. srawing
igh auslty mgn s low VOC s ry- | Volume Solids: 45.53 £ 1% Compouns, any conteminsion. and s
ing sy namels. They ofrvery good | Viscosity: | 2040 seconds, #3 | ace passivation rstmants o ansurs op-
colar 4nd gioss retenton with sharp Zam lmum adnesion ana coating perior
e gloss and sxcelent corrosion re- 70-100 seconds, #4 | mance propertes. Consu Metal Frepa-
Sstance makng them an idest sostng Fora raton Brochure CC-T1 for adons de-
forthe Waste Equipment market. Recommended fim thicknesz: e
Wie et 2030
Advantages: MisDy 1015 Aluminum: 1 unvestc. prime with -
-'V0C-of 337 bigal Spreading Rate (no applcson loss) | dustial Wash Primer, PEOG2, or Kam
 Excellent exteror clor and gloss re- | BTI£35 5 ga. @10 mils OFT | Aqus® Wash Prmr. £616520.
enion varies by oo
- Excalint ane cost rotacton and pr- | Drying (10 mis OFT. 77, 50% RK) | Galvanized Stesl: Prime with ndustisl
formance ToTouch: 30 minves Wazh Primer, PO0GE. or Kem Aqus
- Low spphcation vscosity at igh vol- | To Handle:  1-2 hous Wach Prmer. E01G,
ume soids Tackres, 12 hours
- Gan bespplied using exising appica- | To Racost:  befors s o aisr | Steel or Iron Surace st b propery
ton squpment i ceaned and free ofrst. gresse. at -
- High Gloxs Force Oy: 2030 mintes gerprits and othar ontaminant. Trest
 Goo fexiity and fim tougness @m0 ment may consistof & ropreary st
 High producton autaut by reducing | Fssh Point:  10°F Setafash, e chemialeatment sueh 2 2ne or
mile pass opsratons Closed Cup iron phosphata andior the apploaion of
- Con be foce aied 3t 120-180°, o | Package Life: 1 year inopensd | Kem Flash® 500 Prmer or Kem Flasn
maximize fim appearance due io Uiva-Bond~ Prmer at 1.5 mil DFT. For
ovarsprey and o screvs aucker 4y | Air Quaity Dat: bestresus on axterior exposure agpl-
ing e Photochamicaly resctve cetons. aprmer s recommended. Ses
- Fres ofead and chvomate hazards | Vaatie Orgam Compounds (VOC) | ase Metal Preparation Brochurs CC-T1
<= pakaged, masimum 337 ligal,
04 g1 Testing: Due 1 he vide varisty of sub-
reduned upto 3.5% by voume with | states, surace praparaton methods,
VAK orcrer “oplision mathads. and snvionments
Sovents and wil be._ | e cusiomer shoud st the compite.
et 35 el 420 | systam for adhesion and compatay
o ior 1ol sale appleation.

Fres of lead and chvomate hazards

i Envronmental Data Shstis avssble
rom your local Sherwin Willams faciiy.

“VOG compliance limis vary fom state
to state: please consultocal Al Qualty
rles and regulatons.

ou0s continuzd on back




[image: image4.png]APPLICATION
Typioal Setups

Reduction: Reduce with MAK REK30

45 10 35% by valume or wih Acatone.

RBKS up to 10% by volume. Do not over
reduce.

Conventionsl Spray:

Air Pressure 5000 psi
Flid Prassure 10psi
CaprTip 77
Rirless Spray:

Flia Prassure 18002500 pi
i) onn-01
Rir Assisted Airless:

Air Pressure 1030 psi
Flid Prassure 002000 psi
i) onn-01

Electrostatic Spray:
‘Applcabie with ai of he above. Use 60-
100 K.

Cleanup:
Claan tooisiequipment immediately af-
e use win MEK REK10, MAK ROKZ0
or Xylene R2K4. Folow manufaciurers
Satety recommendatons when using any
sowent

SPECIFICATIONS

Product Limitations:
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ness and stmospheric conditions.
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Contact your Sherwin-Willams Rep-
resantatue for detss
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1o your loss Sherwin-Wikams faciiy.
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